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B. Manual and Electric Power Units
1. Remove the head from the power unit according
to the instructions packaged with the power unit.
Make sure to observe any cautions and dangers.
2. Turn the adjuster one--sixth of a revolution
clockwise if the wire is too deep in the contact, and
counterclockwise if the wire is not deep enough in
the contact. Refer to Figure 5. This will decrease or
increase the wire insertion depth by approximately
0.20 [.008].
3. Install the head onto the power unit according to
the instructions packaged with the power unit.
Make sure to observe any cautions and dangers.
Figure 5
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210Kb / 7P	   Cumulative Trauma Disorders can result from the prolonged use ofmanually powered hand tools.
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144Kb / 6P	   2 mm Common Termination Head Assembly
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142Kb / 5P	   Feed- Through Head Assembly
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146Kb / 4P	   Reasons for reissue of this instruction sheet are provided in Section 7, REVISION SUMMARY.
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262Kb / 5P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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275Kb / 5P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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238Kb / 5P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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107Kb / 3P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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224Kb / 5P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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169Kb / 4P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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228Kb / 5P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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166Kb / 5P	   Reasons for reissue of this instruction sheet are provided in Section 8, REVISION SUMMARY.
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122Kb / 3P	   Reasons for reissue of this instruction sheet are provided in Section 4, REVISION SUMMARY.
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