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The MA710 Pantheon antenna is an
omnidirectional heavy-duty, fully IP67
waterproof external M2M antenna for
use in telematics, transportation and
remote monitoring applications.
It includes two LTE MIMO antennas and
one GPS/GLONASS antenna, in the
highest efficiency and peak gain possible.
This antenna particularly finds its
application in mobile video, vehicle
communications, location and fleet
management, safety & security, remote
industrial equipment monitoring.
The antenna consists of two LTE
MIMO elements 698-960MHz,
1710-2170MHz, 2300~2700MHz,
2900-3500MHz. The antennas are
designed to work equally well on LTE
to deliver maximum dataspeed rates,
or on legacy 2G and 3G frequencies
where LTE is not available.
The GNSS antenna is a wide-band GPS/
GLONASS element tuned to have optimum
gain at 1575.42 MHz GPS and 1602MHz
Glonass frequencies.
Mechanically, we have packed 3 high
efficiency and gain antennas in an
extremely robust IP67 direct mount
antenna package with excellent isolation
(20dB+). The strengthened domed housing
is designed to deflect tree branches and
wires that tend to catch and break shark
fin or rigid whip antennas.
The Pantheon has its own internal
ground-plane and can radiate on any
mounting environment such as metal
or plastic without affecting performance.
The internal components are individually
screwed down onto a robust plate,
preventing damage from regular
vehicle vibrations.
A completely waterproof mounting seal
prevents water from leaking under
the housing.
The connectors and cable length
are customizable.
It is also available in White (MA710W).
1. Introduction
2. Specifications
2G/3G/4G MIMO
LTE
GSM 850
GSM 900
DCS
PCS
WCDMA I
ISM
LTE
Frequency
698~787
824~896
880~960
1710~1880 1850~1990 1920~ 2170 2400~2500 2600~3500 MHz
MIMO 1
VSWR (max.)
2.5
2.5
3
2.5
2.5
2.5
3
2.5
Efficiency
66.17
51.88
47.87
39.97
47.67
45.97
28.73
38.35
%
Peak Gain
2.52
1.48
1.15
1.03
1.22
1.22
0.15
3.20
dBi
MIMO 2
VSWR (max.)
3.5
3.5
3.5
2.5
2.5
2.5
2
2.5
Efficiency
35.98
18.41
20.24
40.85
35.42
37.68
42.27
35.24
%
Peak Gain
1.56
-2.08
-2.31
1.69
0.86
2.06
2.99
2.97
dBi
Polarization
Vertical
Impedance
50Ω
Ω
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Taoglas antenna solutio...	
MA710.A.ABI.001
	


1Mb / 20P	   Pantheon Antenna 3in1 MA.710 Screw-Mount

	
MA710.A.ABI.001
	


1Mb / 20P	   Pantheon Antenna 3in1 MA.710 Screw-Mount







More results
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Taoglas antenna solutio...	
MA741.B.BI.001
	


2Mb / 20P	   IP67 Waterproof

	
MA750.W.A.ABICG.003
	


2Mb / 36P	   IP67 Waterproof

	

PowerDynamics, Inc	
PD-HE3-MPC-S-3-B
	


195Kb / 1P	   IP67 DUSTPROOF / WATERPROOF

	
PD-HEC3-MCC-3-B
	


151Kb / 1P	   IP67 DUSTPROOF / WATERPROOF

	
PD-HE3-FPC-S-3-B
	


200Kb / 1P	   IP67 DUSTPROOF / WATERPROOF

	
PD-HEC3-FCC-3-B
	


164Kb / 1P	   IP67 DUSTPROOF / WATERPROOF

	

Taoglas antenna solutio...	
TLS.30.1F11
	


6Mb / 12P	   IP67 and IP69K Waterproof

	
TLS.30.1F21
	


8Mb / 12P	   IP67 and IP69K Waterproof

	
TLS.30.105111
	


4Mb / 12P	   IP67 and IP69K Waterproof

	

Red Lion Controls. Inc	
EB-RJ45
	


325Kb / 2P	   Industrial IP67 Waterproof Connectors







More results
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